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Operating Pressures:
	 Shell side: 150 psi (1000 kPa)
	 Tube side: 50 psi (345 kPa)

Maximum Temperatures:
	 Water: 240° F (116° C)
	 Oil: 275° F (135° C)

For both in-plant and mobile equipment heat exchange: 
liquid-to-liquid, liquid-to-air and air-to-air heat exchange

F l e x i b l e  C o r e  H e a t  E x ch  a n g e r s

Tube & Shell Coolers• Individual cooling 
tubes are held in 
headers with flexible 
rubber seals to 
eliminate leaking

• Tubes are easily 
removed for cleaning 
or replacement if 
damaged, using simple 
hand tools

• Large tube diameters 
resist troublesome 
clogging

• 18-month warranty 
against seals leaking

• Available in corrosion-
resistant materials

RTTS® Coolers
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Built-in MESABI® Dependability
Two flexible rubber seals absorb 
thermal and mechanical stresses

Collection chamber isolates fluids 
and connects to detection port

Detection port for site gauge 
or electronic sensor
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UNITED STATES
L&M Radiator, Inc. 

  • Hibbing, Minnesota

  • El Paso, Texas

  • Independence, Iowa

  • Yankton, South Dakota

MEXICO
L y M de Mexico S.A. de C.V. 
Calle De La Plata y Los Nogales 
Parque Industrial 
Hermosillo, Sonora, Mexico 
Telephone: 011-52-662-251-0480 
Fax: 011-52-662-251-0638 
Email: ventas@lym.com.mx

AUSTRALIA
L&M Radiator Pty. Ltd. 
Cnr. Kew & Kathleen Streets 
Welshpool, Western Australia 6016 
Telephone: +61-8-93616855 
Fax: +61-8-94703075 
Email: cool@mesabi.com.au

L&M RADIATOR
Manufactured and distributed by:

Toll Free: 800-346-3500 (U.S.A. and Canada) 
www.mesabi.com       Email: cool@mesabi.com

WORLD HEADQUARTERS
L&M Radiator, Inc. 
1414 East 37th Street 
Hibbing, Minnesota 55746 U.S.A. 
Telephone: (218) 263-8993 
Fax: (218) 263-8234

•	 Provides an added 
safeguard for systems 
under continuous 
operation. 

•	 Protects expensive 
equipment from 
downtime caused by 
cross-contaminated fluids

•	 Alerts operator to leaking 
by sight gauge or electronic sensor

•	 Protects the environment

System Protector™ Coolers
Operating Pressures:* 
	 Shell side: 150 psi (1034 kPa)
	 Tube side: 50 psi (345 kPa)

Maximum Temperatures:
	 Water: 240° F (116° C)
	 Oil: 275° F (135° C)

*	Optional pressures available.
	 Contact L&M Engineering for 

specific applications


